PROCEDURE FOR ALL SEPTIC PERMITS

1. All systems are required by NY State law to be designed by
a Professional Engineer or Architect.

2. A DETAILED site plan specific to the property must be
included with the application (generic site plans will not be
accepted). NO EXCEPTIONS.

3. Site Plan MUST SHOW SEPERATION DISTANCES and

include the following:
a. House location
b. Well location (including neighbors)
c. Road
d. Lakes, Rivers, Streams, Ponds, Drainage
Ditches, Culverts, ETC.
e. Property Lines
f. Septic System Components; Tank, D-box
Pump station if applicable, Absorption Trenches, ETC.
4. ALL SYSTEMS MUST BE INSPECTED BY THE ENGINEER
BEFORE BACKFILLING
5. Engineer must provide this office with either a letter
stating system was installed according to plans or a
notation on the plans indicating such.
6. Only after receiving ALL of the above will the Zoning Office
issue a FINAL SEPTIC APPROVAL CERTIFICATE.

k*x%%F DURING EXCAVATION SITE CONDITIONS REQUIRE
DEVIATION FROM ORIGINAL PLAN ENGINEER MUST BE
NOTIFIED. “AS BUILT” PLANS WILL BE ACCEPTED PROVIDED
ALL OF THE ABOVE IS INCLUDED AND SIGNED OFF BY
ENGINEER™**#***




Town of Horicon
Zoning Office

PO Box 90

6604 State Route 8

Brant Lake, NY 12815
Phone: 518-494-4245 Fax: 518-494-5240
E-mail: zoningplanaing @horiconny gov

March 25, 2015
To: All Onsite Wastewater Treatment (Septic) Installers
RE: Need for Licensed Design Professionals - Residential Onsite Wastewater Treatment Systems

This notice is to inform installers of onsite wastewater treatment systems (OW'TS) or septic systems that
the permitting process of these systems in the Town of Horicon will be changing, effective immediately.

New York State Law requires that ALL residential onsite wastewater treatment systems (OWTSs) be designed
by a licensed design professional (i.e. professional engineer or architect). OWTS design activities include the
evaluation of surface and subsurface site conditions at a defined parcel of land, which include the investigation
of soil characteristics, the performance of soil percolation tests, the determination of subsurface boundary
condition and depths, the measurement and recording of existing surface features both natural and manmade,
and the subsequent application of these data and the data related to proposed wastewater generation to design an
OWTS. These activities generally fall within the scope of practice of professional engineering or architecture.

New Residential Construction: All new residential OWTSs must be designed by a licensed design
professional.

Additions or Alterations: An OTWS gvaluation must be performed and submitted by a licensed design
professional for any home alterations resulting in an increase in the number of bedrooms, for complete home
replacements (including those resulting in the same number of bedrooms) and for alterations resulting in
significant increases in wastewater generation. This evaluation must document if the existing system complies
with applicable State and local design standards, if the system and its components are in satisfactory condition
and functioning properly and if the existing system can properly treat the proposed increase in wastewater
generation. If the existing system does not comply with regulatory design standards or needs significant
modification, the licensed design professional shall prepare plans and oversee the instailation of the alterations
to the system.

Repairs and Replacements: The repair of replacement of OWTS components “in kind” or “like-for-like” (i..
replacement of septic tank or distribution box) may not require the involvement of a licensed design
professional. However, repair or replacement of any type of absorption field that involves relocating or
extending an absorption area to a location not previously approved for such, does require a licensed design
professional. A licensed design professional is required when repair or replacement involves installation of a
new subsurface (reatment system at the same location or the use of an alternative system or innovative system
design or technology.




Only AEFTER APPROVAL by this office of submitted plans shall installation of the system proceed.
BEFORE BACKFILLING of system components, the installer shall make arrangements with the Engineer or
Architect who designed the system for inspection to verify the system was installed in accordance with the
submitted approved plans and to provide this office with a letter verifying such signed by the Design
Professional.

Only AFTER receipt of the signed letter verifying installation as planned shall the final septic permit be issued.,

In addition, after consulting with the Town Attorney, it has been verified that the Zoning Administrator DOES
NOT have the authority to approve alternative systems (including aerobic treatment units, i.e., NORWECO
Systems) without the applicant first applying for and receiving a variance from the Town Board of Health
(Town Board). This process requires a Public Hearing and Adirondack Park Agency approval and MAY take
up to three (3) months to conclude.

James Steen
Zoning Administrator




Town of Horicon Permt No

Sewage Disposal System §8000 Cash__ Check#

Application and Permut
Tax Map #

Phone

Ovner Name

M_nlllu Address

9111 ocation Addreas

* REQUIRED Wasfe Water Treatment Engineer _
NatassAlternative System Disposal Designs require New York State Dept of Health approval

Attach a carafully drawn scala of prepesed sawage dispesal system shewing heuse, saptic system,
well's (including nelghbars), straams, lakes and any sthar shysical features Inciude al dimensisns

A parcalatian Tast muat ha parfermad and results ferwardad te the Zening Office BEFORE
an Issuance of any saptic and/ar zening cempllance parmit numbers

Number of Bedrooms Residentisl { ) Commereial ( } Topography  0-3% slape 6 10% slope
11-15% slope Greater than 18%

Keptic Tank Size Gallons  (Adgd 250 gallons and 7 sq £t for more than § bedrooms)
-~ A garbage disposal and/or hot tub/spa Is considered an additional bedroom for determining tank aize

_Abgorpiion (Tile) Field - Total length of absorption trenches (2 ft wide)

A, B, C to he completed for all Iocations UNLESS plans have bsen approved by NYS Dept. of Health

A) Sotl Percolation Raie Minimum for 1" fall
B) Depth - Seasonal High Ground Water
C) Depth - Impervious layer

Puwnping Station? YES NO Lift Pump Required? VES NO

BEFORE BACKFILLING THE SEPTIC SYSTEM THE ENGINEER 1
MUST BE NOTIFIED IN ORDER TO INSPECT THE SYSTEM
ENGINEER MUST SUPPLY THIS OFFICE WITH A LETTER OR K
NOTATION ON PLAN THAT IT', WAS INSTALLED

TO PLANS J !

The undersigned harahy sppilas far g Sewage Dispasal System parmit wnd I, wa ar ayent nuthericas this appiicatien b mads and that slataments cantpined
herain are trie te tha hext af my/eur knawledga apnt beiler The undersigned harahy mahas applicatien for n parmit te parfarm the werk shewn en the drawing

accampanying this applicatien xnd descrisad harsin

Apphcant’'s Signature Date

*******i*****ﬁ**#kii**iﬁﬂ*F’NAL INSPECTION APPROVAL (ofﬂc. use OBIV)ﬂm*ﬁ*ﬂ*l*h\iﬂ*i\H&t****

“Mtlarone Revitw Date: /. 720
Date installad ! 120 Contractor

Slgnature:
Zoning Administrator Date

White copyt Fila Yailow Copyt Applicant/@wner (After final inapactian xppreval & signatira) Plnk Capy: Appitcant
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